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CHANGES AND ADDITIONS TO 
BULLETIN 1108B, ISSUE 2 
BULLETIN 1126B, ISSUE 2 

PARTS — MODEL 14 REPERFORATOR TRANSMITTER 


Bulletin 1108B, Page 4 
Bulletin 1126B, Page 3 


To prevent stripping the threads of the 110379 adjusting bar, the 
1160 screw (5/16" long) has been replaced by a 1026 screw (3/8" long). 


Bulletin 1126B, Page 7 


To provide support under the lock washers when securing the slotted 
110695 chad chute, 7002 washers have been added to the mounting parts, 


Bulletin 1108B, Page 10 
Bulletin 1126B, Page 9 


The 89905 type bar segment (part of the 91899 type bar segment with 
posts) retains its original number but has been redesigned with a square 
fulcrum rod slot instead of a radial slot. The radius of the segment shoulder, 
against which the spring plates rest, has been decreased to obtain closer 
adjustment for the pull bar - type bar engagement, 


The 7037 spacerwashers have been replaced by 124148 spacer washers, 
New style spacer washers can only be used with new style arrangement, 


Type bars have been modified with a contour change at the pallet end, 
This change affects only the appearance of the type bar, and since old and new 
style type bars are interchangeable and can be readily identified, old part 
numbers have been retained, 


A modified type bar backstop with a .095" thick sirvene strip has been 
assigned No. 135268 and is for use only with all new style type bars (contour 
changed at palled end), The 124535 type bar backstop with a .125" thick sirvene 
strip (illustrated in 833EE) will still be used with all old style or mixed old 
and new style type bars since the modified backstop would cause interference 
between the tails of the old style type bars and adjacent pull bars, 


Bulletin 1108B, Page 11 
Bulletin 1126B, Page 10 


The 6825 spring bracket retains its original number but has been 
redesigned to correspond with the new style type bar segment. 


The two 6826 spring brackets have been replaced by one 124146 bracket 
-left and one 124147 bracket-right. 
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The 6746 hex head screws and 7002 washers used to secure the 6825, 
124146 and 124147 spring brackets have been replaced by 151658 button-head 
screws and 8330 washers to allow greater adjustment, 
Bulletin 1126B, Page 16 

*The 95493 roller and 95459 stud have been replaced by one 135696 
outer race, nine 135697 rollers, two 93001 washers and one 135013 stud, 
Bulletin 1108B, Page 20 
Bulletin 1126B, Page 19 


The 102450 selector levers have been replaced by 135011 selector 
lev Cree 


Bulletin 1108B, Page 26 
Bulletin 1126B, Page 27 


The 135687 governed motor arrangement with gears for receiving at 404 
opm and sending at 368 opm is illustrated in Figure 1 of this correction sheet, 


See Figure 2 for the revised illustration of the 113693 set of parts 
to provide an oil shield for the holding mgnet selector, 


New and old style parts are interchangeable, except as noted, 


*#FRXDI6 only. 


82474 TERMINAL,LUG 
95938 CAPACITOR, FIXED 
(1 MF ) 


3598 NUT 


2191 WASHER,LOCK 
7002 WASHER 


82702 SCREW 


1038 SCREW 


2191 WASHER, LOCK 


36273. WASHER 


95938 CAPACITOR,FIXED 
(.1 MF ) 


95937 CAPACITOR, FIXED 


99357 CLIP 
99356 BRACKET 


SCREW 
2191 WASHER ,LOCK (.O1 MF) 
7002 WASHER CLIP 
CONTAINER 
99355 BRACKET NUT 


WASHER, LOCK 


78028 SCREW 

7002 WASHER 
78905 WASHER-FIBER 
95935 BUSHING 


COIL,CHOKE (.25Mh) 


102400 PLATE,MOUNTING 
106200 WASHER,CENTERING 


113222 BLOCK 
1264 SCREW 
CAPACITOR ( IMF. } 


SCREW 
WASHER, LOCK 


176 SCREW 
2191 WASHER,LOCK 


107026 PLATE,STOP 
1050 SCREW 
2191 WASHER,LOCK 
8330 WASHER 
106200 WASHER,CENTERING 
106049 RESISTOR (550 OHMS) 
106052 POST | 

1264 SCREW 
106051 BOLT 
84047 PLATE, STOP 
7661 LEVER , ADJUSTING 
8222 STRIP,WEARING 


80352 GOVERNOR ASSEMBLY, 
SEE BULLETIN 


1147B FOR 
COMPONENT PARTS 
83041 GOVERNOR 


107027 GUARD, oe) 


SPACER 
WASHER, LOCK 
NUT 


BRACKET 
SCREW 
WASHER , LOCK 


ADJUSTING 
BRACKET ASSEMBLY, PINION (10T) 
681! SCREW SCREW 
2191 WASHER ,LOCK WASHER, LOCK 
8425 TARGET(7SPOT) 110 V, 50/60 CYCLE 
91617 SHIM (.010") AC_SERIES MOTOR 
116992 SCREW y ees 
104451 WASHER,LOCK}y > Es) COMPONENT PARTS) 
; may 6745 SCREW 
6746 SCREW 2669 WASHER,LOCK 
2191 WASHER,LOCK 93160 WASHER 
8330 WASHER U 71047 SHIM(.010") 
1266 SCREW 
7002 WASHER 72739 GUARD 
ee BEE e soon s2a4o. sone 
93160 WASHER oe Wachee 


71047 SHIM(.010") 73427 
78430 CLAMP,CABLE 


106896 CABLE ASSEMBLY 

NOTE: 2298WD WIRING DIAGRAM 
FOR LOCATION OF GEARS 

@THROUGH ), SEE | 


SPEED(OPM) | moron 
BULLETIN 11088 ,PAGE 28, ;— 1  ] 
OR BULLETIN 11268 , PAGE IO|RECEIVING] SENDING 


MOTOR 
PINION 


i ® ©) D © (Ommm| 
368 | 122295 |98547(10T)| 1o1824(47T) 135685(34T)| 135686(35T) | 102012(18T )| 102013(22T)| 


35687 A.C. GOVERNED MOTOR ARRANGEMENT 
(WITH GEARS FOR 404 OPM.RECEIVING AND 368 OPM. SENDING ) 


FIGURE | 


123928 


123929 


6746 


@e2191 


7002 


123927 


-4G- 
875EE 


1028 


3640 
3650 


COVER, OIL SHIELD 


128378 


(A) 2191 


124973 


STOP OIL- FELT 


ee 


WASHER, LOCK 
WASHER 


92273 


BASE, OIL SHIELD 


SCREW 


WASHER, LOCK 
WASHER 


POST 
WASHER, LOCK 
WASHER 


SCREW 
WASHER, LOCK 
WASHER 


CORE, MAGNET 


113693 SET OF PARTS TO PROVIDE AN OIL SHIELD FOR THE HOLDING MAGNET SELECTOR 


(EXCLUDES PARTS MARKED @) 


FIGURE 2 


